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Predicted Performance of LE2 Lomellina Energia has guaranteed the LE2 Project will meet the performance standards specified in Table 3 below.
These standards will be demonstrated by following the test program also listed in Table 3 .
The expected capacity factor for LE2 is BOILER POWER FACILITY 8-hour test, net electrical output will be at least 137,700 kWh ENERGY GENERATING TEST for the MPS and at least 153,000 kWh for the GPS. UTILITY AND CHEMICALS CONSUMPTION During the 8-hour test of the Boiler/Power Facility, the utilities and chemicals consumed by the Project will be averaged over the 8-hour periods. The resulting hourly consumption of each consumable will be multiplied by a cost factor and added up giving total cost of consumables, which shall not exceed the values reported in Section 2.5 of Schedule 2 of the Tumkey Construction Contract. ENVIRONMENTAL COMPLIANCE TEST All tests will be performed in accordance with all applicable regulations required to demonstrate compliance with the Project permits. The sampling times will be dependent on the type of emission. The bio filter shall be tested during a 24-hour test period. There is also a noise standard established in Section 2.5 of Schedule 2. ASH PRODUCTION TEST During-the 8-hour boiler facility energy generating test, the amount of ash jlI'oduced shall not be greater than 38,000 kilograms.
